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. introduce ,Model-Based-Definition"

SMARTUpdate provides:

Workspace.

annotations and many more.
e A report of your update run.

updating.

an exact check definition.
e Inclusion of ModelCHECK checks

... improve the quality of your CAD data
. update or standardize your CAD models

. integrate CAD data from external partners

e Automatic update of existing CAD models and
drawing to your needs by a single click.

e A Batch'-function to update large data sets
from your hard drive or your Windchill

e A variety of checks and update functions like
relations, parameter, layers, combined states,

¢ Quick and easy setup of rules for checking and

e Numerous filters, categories and conditions for

() SMARTUpdate

/ Quality enhancement\
and

Standardization
of CAD Models

SMART — FAST — ROBUST

\a

Integrated in

PTC' Creo Parametric /
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(1 Part Mode

Domain Name RED

~[&] Drawing Mode RD

Part Mode

Structure Section

Patameter [

RD_PRT_C_CREATE_ELW/_PARAM

= [ovevew i nfomation | @ conformity | 1, quaity | i tssues | [checkmodel |
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1= i Infarmation Section
- iy Meta Data
= iy Mass Properties
g Volume:  2995,55 mm>
iy Mass: 2995,55 g (Material: NJA)
i) Model Size: @67,9386x18,6732 mm

=-[J¢ Conformity Section
I Relations
-0 Parameters

] Bue_CREATE PARAMETER: Mja {CREATE)
-5, BUW_EDIT_PARAMETER: 0 (EDIT)
B [ Buw_STAR®:  (REMOVE)

[ Buw_STAR_PARAML

[ Buw_STAR_PARAMZ

G Buw_STAR_PaRAMS
=Gy Startpart Features
= I Lavers  (Status: WR4=not set [ WF3=WF3_M180)
- I Saved Orientations

H-#-F

[=)- 4, Quality Section
= 4, General Quality Status
[ ) Model Setup
[+ @ Model Units: {MLT) Convert to mm, g, sec
@ Accuracy: 0,005, absolute Conwert to 0,005, abs
B, Material: MA Apply material

Supported on:
Available for:

Windows XP, Vista, Windows?, 8, 8.1
Pro/ENGINEER Wildfire 2-5,
PTC Creo Parametric

Licenses: License is locked to a PTC Creo
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