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Document Details

TitleTitleTitleTitle Creo does not start, no traceback and no xtop.exe of Creo Parametric 

DescriptionDescriptionDescriptionDescription
• Creo does not start, no traceback and no xtop.exe

• A windows issue-reporting task WerFault.exeWerFault.exeWerFault.exeWerFault.exe is shown in the Window Task Window Task Window Task Window Task 

ManagerManagerManagerManager for short time during the start

• Windows Error Reporting (WER): 

• Faulting application name: parametric.exe, version: 31.0.2012.380, time 

stamp: 0x58e78751

Faulting module name: parametric.exe, version: 31.0.2012.380, time 

stamp: 0x58e78751

Exception code: 0xc0000005

Fault offset: 0x00581921

Faulting process id: 0x3a70

Faulting application start time: 0x01d2e44d39f3ebc5

Faulting application path: <installdir>\Creo 3.0 M130\Creo 3.0\M130

\Parametric\bin\parametric.exe

Faulting module path: <installdir>\Creo 3.0 M130\Creo 3.0\M130

\Parametric\bin\parametric.exe

Report Id: 7113b81c-8f99-4b08-8a61-d50e445ff15f

Faulting package full name:

Faulting package-relative application ID:

Applies ToApplies ToApplies ToApplies To
• Creo Parametric 3.0 F000 to M130

• Creo Parametric 4.0 F000

• Creo Parametric 1.0 to 2.0 

CauseCauseCauseCause
• issue with detecting network domain name in combination with
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• increased number of network adapters (both physical and virtual) 

present in the network configurations of the current versions of Windows

ResolutionResolutionResolutionResolution
• Reported to R&D as SPR 6583671

• Corrected in 

• Creo Parametric 3.0 M140

• Creo Parametric 4.0 M020

• Workaround: Replace the parametric.bat and parametric.exe in the bin 

directory (e.g. <installdir>\Creo 3.0 M130\Creo 3.0\M130\Parametric\bin) 

using CS258965_WA_files. 
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