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Agenda 

• Background 

• What’s New in 10.2 M010 
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Usage relationship 

• Usages are the “glue” that tie together the product structure 

• Relate parts to each other 

• Defines Parents and Children 
– Uses – what are the children of the part 

– Used By – defines Where Used 
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Usage relationship – key concepts 

• Have Attributes 
– Line Number 

– Find Number 

– Quantity 

– Unit of Measure 

• Support Soft attributes 

• Supports Filtering (in PSB) 

Line Number – is a unique index that 

aligns to ERP Line Number.   

Identifies the position of this part within a 

manufacturing bill of materials (BOM) in 

an Enterprise Resource Planning (ERP) 

system.  Typically an integer field 

Find Number – An attribute 

used to cross-reference a 

part in a product structure 

with the same part in an 

assembly drawing. Can be 

integer or alphanumeric 

Trace code – defines 

traceability type (eg 

Serial, Lot, MSN) used 

by Effectivity and Part 

Instances 
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ERP 

 

 

 

 

 

Windchill Workgroup Manager 10.2 M010 

Ability to drive Windchill Find Number or Line Number from CAD BOM  

 CAD BOM attributes can be mapped to Windchill Part ‘Line 

Number’ and ‘Find Number’ fields via Windchill Preferences. 

 Supported for Creo & Autodesk Inventor at 10.2 M010. 
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• New preferences for ‘linking CAD Uses link attribute to 

Find and/or Line number 

 

 

 

• Map parameter to attribute on CAD Document Uses Link 

 

 

 

• Constraints 
– Support 1-level deep 

– Propagation of changes not supported by eTDD (building CAD from Part Structure) 

Windchill Workgroup Manager 10.2 M010 

Ability to drive Windchill Find Number or Line Number from CAD BOM 
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Managing in Creo 

Designated Component Parameter to manage Find/Line numbers 

Designated Parameter 

mapped to Windchill attribute 

Supports usage of Integer or 

String attributes* 

Display and manage values in 

Assembly model tree 
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Managing in Creo 

Display of Find Number on Creo Drawings 

Set component parameter to 

display in drawing table 

Configure BOM Balloon for 

table to utilize same 

component parameter 

Find numbers and 

corresponding balloons 

driven from assembly 

parameter 
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Find Number in Windchill 

Parameters mapped to CAD and built to Part Structure 

Build process propagates 

attributes to Find Number on 

Part Structure / BOM 

Find Number parameter 

stored on the CAD structure 
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Then End Result 

Drawing and Windchill BOM are in Sync 



11 

Ability to drive Windchill Find Number or Line Number 

from CAD BOM 

Managing and Maintaining the values with Creo 

Build 

Edit Values 

Edit Values 

Propagated to drawings 




