Creo Parametric 3.0 ModelCheck
As Set for Edwards Lifesciences
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Related Config options P
model_check_enabled = yes L = Z:T:u?\r;l}:l
e el ModelCheck Initialization
Y:/ModelCheck/modchk . Enable MC
. Set mode: “Interactive” only "

Local Creo install .../modchk folder

(ignored due to config option)

MC INTERACTIVE MODE (1)

Set selection method for MC
config files: automatic

Set Parameters: write to file
Set misc global configurations

Uses: “I” check file settings

User Initiates: File, Prepare, MC

. Interactive: MC executes
immediately. May have to
select scope for Assy, Drw.

. Regenerate: regenerates, then
same as Interactive
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In Creo Browser

Creo File (PRT, ASM, DRW)
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ModelCheck report files

Parameters written / updated
by MC:

MC Mode

MC Errors

MC Timestamp

MC Config files used

Check in to Windchill

Creo Parameter values mapped to

Windchill Attribute values

Windchill

Creo CAD Document (PRT, ASM, DRW)

Mapped Attributes (can be shown in

tables, used as search criteria, etc.):
. MC Mode

. MC Errors

° MC Timestamp

° MC Config files used

Red/Yellow/Green

CAD files processed
using CHECK file;
CHECK file calls

other files as needed

w/additional detail,
lists, constants

ModelCheck Config Files

(maintained by CAD admin on “Y” drive)

)

ModelCheck Initialization File
. config_init.mcc

\Init file causes

/!

auto-select

CONDITION FILE

condition.mcc

Configured to automatically select:
- CHECK FILE

- START FILE

- CONSTANT FILES

- STATUS FILE

of config files
listed in
condition file

CHECK FILE
Edwards_checks.mch

For each check, specify:

. Error, Warning, Yes, No

. When run in Interactive, Batch,

Regenerate, Save mode

e.g. BURIED_FEAT E/E/W/N/Y

START FILE
Edwards_start.mcs
. Detailed configs called by

individual checks in CHECK FILE

e.g. PRT_TOL_TYPE ANSI

CONSTANT FILES
Constant_inch.men (inch unit)
Constant_mm.mcn (mm unit)

e.g. SHORT_EDGE 0.001 in

Mcregen.mcr

(interprets regeneration
messages as either Errors or
Warnings)

Misc additional
files as needed
with detailed lists

in Ul per this file

Angles.txt Reg_note.txt
UNIT DEGREE | | General

.25 notes...

.5

STATUS FILE

Edwards_status.mcq

. Green/Yellow/Red indicator in MC Ul & MC
report determined by allowed # Errors / Warnings
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